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For information concerning the disposal of effluent and liquid waste, 
please consult the corresponding safety data sheet.

In the event of eye contact, rinse eyes thoroughly with much water and consult a doctor. In the event 
of skin contact, rinse well with water. Wear gloves and protective eyewear. Use water to immediately 
remove the product from objects such as tiles, flooring, wash basins, etc.  Keep out of reach of children!

DisposalSecurity instructions

TECHNICAL DATASHEET

Cleaner for fl oor heating systems 
MaylineSB

Istruzioni d’uso: Prima della pulizia flussare il fango dall’impianto e sostituire l’acqua d’impianto 
con acqua di rete pulita. Tutte le valvole di regolazione del circuito devono essere aperte al massimo. 
Lavaggio come da normativa tecnica UNI 8065:2019 con pompa della caldaia: Inserire Mayline 
SB nella proporzione di miscela indicata ed accendere le pompe di ricircolo non superando la 
temperatura di esercizio di 40°C. Per ottenere una miscelazione e una defangazione ottimale, lavare 
accuratamente anello per anello, facendo circolare la soluzione di pulizia per almeno 2 ore su ogni 
singolo anello. Estendere i tempi per impianti molto infangati oppure molto grandi per altre 3-4 
ore. Lavaggio come da normativa tecnica UNI 8065:2019 con pompa di lavaggio esterno: Inserire 
Mayline SB nella proporzione di miscela indicata nel serbatoio della pompa di lavaggio e mettere in 
funzione. Per ottenere una defangazione ottimale, lavare accuratamente anello per anello, facendo 
circolare la soluzione di pulizia per almeno 3 ore su ogni singolo anello, estendere i tempi per impianti 
molto infangati per altre 2-3 ore. Dopo l’intervento svuotare l’impianto, flussare e quindi risciacquare 
ogni anello del circuito per almeno 45-60 minuti con acqua di rete. Per proteggere in modo ottimale 
l’impianto di riscaldamento dopo l’intervento di pulizia, si consiglia l’impiego del liquido protettivo SBA. 
Nota importante: Il prodotto non può essere mescolato nella fase operativa con altri 
additivi chimici. Il trattamento deve essere eseguito con una temperatura d’impianto di 
max. 40°C. Seguire le nostre istruzioni. Dopo la pulizia, risciacquare abbondantemente 
con acqua di rete. Inserire un condizionante inibitore come imposto dal D.M.  
del 26 giugno 2015 e la normativa tecnica UNI 8065:2019.Proteggere il prodotto dal gelo. 
Proporzione di miscela: 1% (1LT MAYLINE SB SU 100LT D’ACQUA).
Dati di sicurezza: In caso di contatto con gli occhi lavare bene con acqua e consultare un medico. 
In caso di contatto con la pelle lavare bene con acqua. Portare guanti, occhiali e maschera 
ermetica di protezione. Rimuovere immediatamente risciacquando abbondantemente con acqua 
da altri oggetti al di fuori dello scambiatore. Conservare fuori dalla portata dei bambini.
Smaltimento: Smaltire nel rispetto delle norme locali, consultare la scheda di sicurezza.
Data di scadenza: 5 anni (dalla data di produzione).

Pulitore defangante e biodecapante per impianti
di riscaldamento radianti (impianti a bassa temperatura, 
pannelli radianti ecc.)

SBMayline Liquido pulitore  
per bassa temperatura

Consigli di prudenza:
P280 Indossare guanti protettivi e proteggere gli occhi 
e il viso. P305+P351+P338 IN CASO DI CONTATTO 
CON GLI OCCHI: sciacquare accuratamente per 
parecchi minuti. Togliere le eventuali lenti a contatto 
se è agevole farlo. Continuare a sciacquare. P310 
Contattare immediatamente un CENTRO ANTIVELENI
o un medico.

UFI: 1410-H0JY-S007-8RDF

Contiene: Etilendiamminotetraacetato di Tetrasodio 
INDEX 607-428-00-2. Composizione (Reg. (CE) 
648/2004): EDTA ed i sali uguale o superiore al 5%  
ma inferiore al 15 %. Inferiore al 5%: conservanti 
(METHYLCHLOROISOTHIAZOLINONE AND 
METHYLISOTHIAZOLINONE). Indicazioni di pericolo: 
H318 Provoca gravi lesioni oculari.

PERICOLO

MAYCHEM srl 
Via Negrelli, 15
39100 Bolzano (BZ)

Tel.: 0471/052852 • Fax: 0471/1968339
P.IVA: IT02668160217
info@maychem.it • www.maychem.it

1 lt

5 lt

Anno di 
produzione:

 2021

Before performing the cleaning operations, drain and rinse the sludge from the system and replace it with the clean water. Make sure that 
all flow valves are open and that there are not present blocked valves, otherwise they have to be replaced.
Cleaning with boiler pump: Add Mayline SB with a concentration 1% and turn on the pumps to obtain an optimal mixing, ensure that the 
flow temperature do not exceed 40° C. For an optimal cleaning, close all the valves and leave open only the furthest circuit and clean it in 
circulation for minimum 2 hours, then close it and proceed with the next one in the same manner. After cleaning every single circuit, open 
all valves and let it in circulation on the whole heating circuit for 1 hours. 
Cleaning with external flushing pump: use the same concentration and manner to clean with the external flushing pump, but use an 
application time of 2 and a half hours for every single circuit, and of 1 and a half hours for the whole heating circuit .
For very sludgy systems or systems with large water volumes extend the application time! After the cleaning process, empty the heating 
system and rinse well the system with the clean water. 
For protecting the cleaned system insert a correct water treatment for radiant heating systems such as Mayline SBA.

Do not exceed the flow temperature of 40° C. The heating system must be free from any additional substance and fi lled in with the 

clean water. Mayline SB can be mixed with Mayline HR, HRplus or Mayline CP if in the same circuit there are the radiators. AFTER THE 

CLEANING PROCESS, EMPTY THE HEATING SYSTEM AND RINSE WELL THE SYSTEM THOROUGHLY WITH THE CLEAN WATER.  After the 

cleaning procedure, insert a protector for water treatment.

Protect the product from frost!

1% (1 litre of Mayline SB for every 100 itres of water).  

ATTENTION! THE PRODUCT MUST NOT BE OVER OR UNDER DOSED.

Instructions for use

Important note

Mixing proportions

Cleaner for radiant heating systems 
(low temperature systems, floor heating 
systems, radiant panels etc.)

Mayline SB is a cleaning liquid based on organic compounds of bio-
oxidants, which is mainly applied in thermal circuits to remove 
biological fi lms and biological growth. The product is intended to use 
only in closed circuits and is not applicable in drinking water systems.
Mayline SB is a biodegradable solution to clean low temperature 
thermal circuits and to eliminate heat exchange problems caused by 
biological sludge and similar bacterial growths.
Mayline SB is suitable for all materials in use such as steel, copper, 
black iron, aluminium, synthetic and multilayer composite pipes.

code package

5/MYSB

1/MYSB

2/MYSB

5 l canister

1 l (pack of 12 bottles)

1 l (pack of 2 bottles) 

Application time With boiler pump minimum 2 hours for every single circuit and 1 hour for the whole system, with 
external pump minimum 2 and a half hours for every single circuit and 1 and a half hours for the whole system. 
For very sludgy systems or systems with large water volumes extend the application time up to 24 hours! %15 years



TECHNICAL DATASHEET UFI: 1410-H0JY-S007-8RDF

Cleaner for floor 
heating installations

DANGER
Precautionary statements:
P280 Wear eye protection and face protection.
P305+P351+P338 IF IN EYES: Rinse cautiously with water for 
several minutes. Remove contact lenses, if present and easy to do. 
Continue
rinsing.
P310 Immediately call a POISON CENTER or a doctor.

Contains:
Tetrasodium ethylenediaminetetraacetate INDEX 607-428-00-2. 
Composition (Reg. (CE) 648/2004):
EDTA and salts thereof 5 % or over but less than 15 %. less than 5 
%: preservation agents (METHYLCHLOROISOTHIAZOLINONE AND 
METHYLISOTHIAZOLINONE).
Hazard statements:
H318 Causes serious eye damage.
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Cleaner for systems with radiators
SBMayline

Notes


