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omTECHNICAL DATASHEET

For information concerning the disposal of effluent and liquid waste, ple-
ase consult the corresponding safety data sheet or the information sheet.

In the event of eye contact, rinse eyes thoroughly with much water and consult a doctor. In the event 
of skin contact, rinse well with water. Wear gloves and protective eyewear. Use water to immediately 
remove the product from objects such as tiles, flooring, wash basins, etc. Keep out of reach of children!

DisposalSecurity instructions

Combustion deposit remover for heat exchangers
CaltecplusMayline

Istruzioni d’uso: Rimuovere la copertura dell’apparecchio a gas (caldaia). Togliere meccanicamente le incrostazioni più grosse con una 
spazzola. Inserire la lancetta dello spruzzino nella caldaia, sotto il pacco lamellare, impregnando bene tutte le parti incrostate. Spruzzare 
il pulitore sullo scambiatore impregnando i depositi in modo abbondante e uniforme. ATTENZIONE! NON spruzzare sullo scambiatore 
ancora caldo! Estrarre la lancetta dello spruzzino della caldaia e aspettare qualche minuto (ca. 10 min.) per lasciare penetrare il prodotto 
sulle incrostazioni. Se lo scambiatore e molto intasato/incrostato ripetere l’operazione. Dopo il trattamento risciacquare lo scambiatore 
abbondantemente con acqua.
Nota importante: Proteggere il prodotto dal gelo. Seguire scrupolosamente le istruzioni d’uso per evitare danni su cose o 
persone. NON spruzzare su componenti e cavi elettrici. NON spruzzare su componenti al di fuori dello scambiatore. Rimuovere 
immediatamente risciacquando abbondantemente con acqua da altri oggetti al di fuori dello scambiatore. NON spruzzare sullo 
scambiatore ancora caldo! Proteggere il prodotto dal gelo. Dopo la pulizia, RISCIACQUARE ABBONDANTEMENTE CON ACQUA DI RETE. 
Proporzione di miscela: NON DILUIRE, IL PRODOTTO È PRONTO AL USO.
Dati di sicurezza: In caso di contatto con gli occhi lavare bene con acqua e consultare un medico. In caso di contatto con la pelle lavare 
bene con acqua. Portare guanti e occhiali di protezione. Rimuovere immediatamente con acqua da oggetti come piastrelle, pavimenti, 
lavandini, ecc. Conservare fuori dalla portata dei bambini.
Smaltimento: Smaltire nel rispetto delle norme locali, consultare la scheda informativa.
Data di scadenza: 5 anni (dalla data di produzione)

Liquido pulitore disincrostante per il lato fumi degli scambiatori in alluminio silicio, acciaio e acciaio inox
Disincrostante per il lato fumi degli scambiatori
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5 ltAnno di 
produzione:

 2021

Cleaner for removing the deposits of combustion 
residues on heat exchangers in aluminium alloys, 
copper, steel, stainless steel etc.

5 anni

Remove the cover of the condensing boilers. Remove the coarsest combustion residues with a brush.

Insert the lance of the sprayer bottle (optional, code MY/LSPCALP) in the heat exchanger and spray Mayline CaltecPlus evenly and 

amply, to impregnate the combustion deposits well with the cleaner. Then await for 10-15 minutes, hereafter rinse the heat exchanger 

well with the tap water. Repeat the operation in the case of heavily encrusted heat exchangers. After the treatment with Mayline 

CaltecPlus always rinse abundatly with the tap water.

WARNING! DO NOT spray on the hot heating exchanger, wait until it is just lukewarm! Strictly follow our instructions for use in order to avoid 

technical operator’s risks.

Do NOT spray upon other components or electrical cables. Application only on heat exchangers in gas powered condensing boilers. After 

contact other components with the product, clean immediately with the tap water.

Protect the product from frost.

DO NOT DILUTE. THE PRODUCT COMES READY FOR USE.

Instructions for use

Important note

Mixing proportions

Sprayer for Mayline CaltecPlus

Mayline CaltecPlus eliminates the typical deposits on heat exchanger, 
on gas powered condensing boilers. The cleaner Mayline CaltecPlus 
was developed with a specifi c composition in order to achieve effi cient 
cleaning, to restore afresh the heating transfer on heat exchangers.
CaltecPlus leaves a protective surface fi lm on the heat exchanger for 
more easily removing new deposits in a future cleaning. 

code package

MY/SPRL spray bottle with lance (1 pcs)

Sprayer (without contents) with lance approx. 20 cm for cleaning application with Mayline CaltecPlus.

Application time Spray the heat exchanger well and leave to act for at least 15 minutes, then rinse it abundantly.

code package

5/MYCALP 5l canister
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Cleaning and maintenance
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