
For information concerning the disposal of effluent and liquid waste, 
please consult the corresponding safety data sheet.

In the event of eye contact, rinse eyes thoroughly with much water and consult a doctor. In the event 
of skin contact, rinse well with water. Wear gloves and protective eyewear. Use water to immediately 
remove the product from objects such as tiles, flooring, wash basins, etc.  Keep out of reach of children!

DisposalSecurity instructions

Istruzioni d’uso: Per ripristinare il corretto funzionamento dell’impianto solare è necessario scaricare 
il fluido termico degradato e pulire l’impianto da depositi e/o ostruzioni come imposto dalla normativa 
tecnica UNI8065:2019. Fare circolare nell’impianto solare una soluzione di acqua e Mayline Solar dal 
10% al 20% con una pompa di lavaggio per un periodo di minimo 60 fino a 120 minuti; per impianti 
molto sporchi si consiglia di estendere i tempi di azione a 240 minuti e se necessario, cambiare anche 
la soluzione di pulizia. Eseguire il lavaggio al primo mattino oppure con pannelli coperti per evitare che 
la soluzione di pulizia supera 65°C. Successivamente risciacquare e neutralizzare con Mayline Neutro. 
Nota importante: Non superare la temperatura di 65 °C dell‘impianto, nel caso di rischio 
che si superano i 65 °C coprire i pannelli. L’impianto di riscaldamento deve essere libero da 
qualsiasi sostanza aggiuntiva (anticongelanti, liquidi autosigillanti, acqua salina). Seguire 
scrupolosamente le istruzioni d’uso per evitare danni a pompe e valvole di regolazione.  
Il prodotto deve essere tolto dall‘impianto dopo la pulizia. Dopo la pulizia, neutralizzare con 
Mayline Neutro e RISCIAQUARE ABBONDANTAMENTE CON ACQUA DI RETE. Il prodotto  
è impiegabile con tutti materiali presenti in un impianto solare come acciaio, rame, alluminio 
e guarnizioni. Proteggere il prodotto dal gelo. Caricare impianti solari come prescritto dalla 
normativa tecnica UNI 8065:2019 esclusivamente con liquidi anticongelanti ATOSSICI  
a base di glicole propilenico con inibitori ad alta efficienza, come Mayline FS oppure Mayline FSP.
Proporzione di miscela: 10% fino 20% (10 – 20 litri Mayline SOLAR su 100 litri d’acqua). 
Attenzione: il prodotto non deve essere sopra o sotto dosato.
Dati di sicurezza: In caso di contatto con gli occhi lavare bene con acqua e consultare un medico. 
In caso di contatto con la pelle lavare bene con acqua. Portare guanti, occhiali e maschera 
ermetica di protezione. Rimuovere immediatamente risciacquando abbondantemente con acqua 
da altri oggetti. Conservare fuori dalla portata dei bambini.
Smaltimento: Smaltire nel rispetto delle norme locali, consultare la scheda di sicurezza.
Data di scadenza: 5 anni (dalla data di produzione).

Pulitore inibito per circuiti solari

SOLARMayline
Liquido pulitore per impianti 
solari termici

Consigli di prudenza:
P305+P351+P338 IN CASO DI CONTATTO CON 
GLI OCCHI: sciacquare accuratamente per parecchi 
minuti. Togliere le eventuali lenti a contatto se 
è agevole farlo. Continuare a sciacquare. P280 
Proteggere gli occhi e il viso. P310 Contattare 
immediatamente un CENTRO ANTIVELENI  
o un medico.

UFI: 6C00-Y0CE-000S-9P4V

Contiene: Etilendiamminotetraacetato di Tetrasodio 
Acido etidronico. Composizione (Reg. (CE) 648/2004): 
uguale o superiore al 5 % ma inferiore al 15 %: EDTA.
Indicazioni di pericolo: H318 Provoca gravi lesioni 
oculari.

PERICOLO
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1 lt

5 lt

Anno di 
produzione:

 2021

Mayline SOLAR is characterized by an alkaline pH. The formula is equipped with 

specifi c dispersants developed to eliminate deposits, sediments and sludge formed 

of degraded heat transfer fluids in any type of installation treated with glycol/water 

mixtures. Mayline Solar effectively removes the deposits left by the heat transfer 

fluid due to prolonged exposure to high temperatures. To high temperatures creates 

a biodegradative processes are triggered such that the thermal fluid darkens, 

giving rise to phenomena of increased viscosity, formation of solid deposits and 

reduction of the diameter of the pipes with an increase in acidity that is harmful 

to the system. With this product the optimal conditions of the system are restored 

and its life extended as well as making a signifi cant contribution to costs related to 

maintenance or repairs.

code package

5/MYSOL

1/MYSOL

5 l canister1 

1 l (pack of 12 bottles)
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Cleaner for removal degraded heat transfer fl uids

Mayline
Concentrated cleaner for removal degraded heat 
transfer fluids, sludge and blockages in thermal 
solar heating circuits

Completely empty the system and use a proper flushing pump to insert the cleaner into the circuit and dilute it as required, for 

example: 

10% for normal sludgy in the heating circuit, 

20% to eliminate heavily deposits and sludge from the solar heating circuits. 

Activate the pump, preventively prepared with the cleaner solution, and keep it in circulation for at least 60 minutes and extend these 

times up to 4 hours for very sludgy systems. If necessary, also renew the cleaning solution.

After the cleaning process, empty the system and treat it with Mayline NEUTRO for 20minutes, then rinse the system well with the 

clean water.

Do not exceed the system temperature of 65 ° C, in the case of a solar thermal system where it can exceed 65 ° C, cover the solar 

panels. Mayline SOLAR cannot be mixed with other chemicals. Follow the instructions for use carefully to avoid damage to pumps and 

control valves. The product must be removed from the system after cleaning. After cleaning, neutralize with Mayline Neutro and RINSE 

WELL WITH THE CLEAN WATER.

The product can be used with all materials present in a solar thermal system such as steel, copper, aluminum and gaskets. Load solar 

systems exclusively with NON-TOXIC anti-freeze liquids based on propylene glycol with high effi cient inhibitors, such as Mayline FS or 

Mayline FSP.

Protect the product from frost.

10 - 20% (10 - 20 litres of Mayline SOLAR for every 100litres of water). 

ATTENTION! THE PRODUCT MUST NOT BE OVER OR UNDER DOSED.

Instructions for use

Important note

Mixing proportions

SOLAR

%
10
205 years

Application time From 60 to 120 minutes with external flushing pump. For heavily dirty systems change 
the cleaning solution and extend the time to 240 minutes of application.

Check Using a conductivity meter to measure the µS/cm value of the mains water used and subsequently 
the water of the solution with the cleaner: the delta value must be approx. 6.000µS/cm 
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Cleaner for removal degraded heat transfer fl uids
Mayline

Notes

DANGER
Precautionary statements:
P280 Wear eye protection and face protection. 
P305+P351+P338 IF IN EYES: Rinse cautiously with water for several 
minutes. Remove contact lenses, if present and easy to do. Continue rinsing. 
P310 Immediately call a POISON CENTER or a doctor.

Contains:
Tetrasodium ethylenediaminetetraacetate 
Etidronic acid 
Composition (Reg. (EC) 648/2004):
5 % or over but less than 15 %: EDTA
Hazard statements:
H318 Causes serious eye damage.

UFI: 6C00-Y0CE-000S-9P4V

Detergente per la pulizia 
di moduli fotovolatici 
e pannelli termosolari

SOLAR


